Install XP driver steps

After you install XP, please follow these steps to install XP driver.
1. Update BIOS (0303_1783_33103_Customer.exe)
a. Make DOS USB
b. Copy 0303_1783_33103_Customer.exe to DOS USB
c. Insert DOS USB to MID, then power on device
d. Under DOS mode, input 0303_1783_33103_Customer.exe
(During install BIOS, please don’t power cut)
e. After install successfully, re-power on device and remove DOS USB
2. Install VGA (1093 UL11L driver)
a. Press “Setup.exe”
3. Install USB driver
a. Press “Setup.exe”
4. Install Sound driver (5774_PG269_UAAV10a-5013)
a. Press “Setup.exe”
5. Install Touch Screen Driver
a. Press “setup_2_6_0_2c.exe”
6. Install MIDTools_V1.0.0.4.msi (This tool can enable Wi-Fi and 3G)
a. Press “MIDTools_V1.0.0.4.msi”
7. Re-power on device
8. Executed MID Utility Tool
9. Turn on Wi-Fi
a. Pop up new HW device
b. Please add new HW device (driver is under “WiFi” folder)
10. Turn on 3G
a. Pop up new HW device
b. Please add new HW device (driver is under “H10-S WinXP 32bit Driver(Dual modem version)” folder)
(Don’t executed “DPInst.exe”)
11. Re-power on
